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curren use For 
‘Tie FLIP-FLOP EMPLOYS TWO TRANSISTORS SO ARRANGED THAT WEN ONES 
CONDUCTING, THE OTHER Is HELD IN-A.GUTOF® CONDITION. THE. COLLECTOR POTEN 
STIMU Of THE CUTOFF TRANSISTOR WILL BE CLAMPED TO -6Y)BY THE C.AMP. 
DIODE, THE CONDUCTING TRANSISTOR WILL HAVE A POTENTIAL OF -0.3V. 
‘THE CIRCUIT 1S NORMALLY. ORIVEN BY APPLYING A POSITIVE BY PULSE 
“THROUGH Tit OIFFERENTIATING CAPACITOR TO THE SAGE OF THANSISTOR Thar 
TS.ON, THIS. RESULTS. IN. THEON SIDE TURNING OFF AND TME OFF SIDE TUNIC 
One THe POSITIVE PULSES MAY BE BLOCKED By RETURNING THE IMWDITING 
ResistOR 10 6V. THIS PREVENTS. THE GATING DIGDE FROW CONGUCTING 
‘ano COUPLING THE PULSE TO THE BASE OF THE COAMESPONGING TRANSISTOR, | 
WHEW THE INHIBITING RESISTOR IS RETURNED 70 GROUND POTENTIAL, Tre OVER | 
PULSE "WILL BE PASSED BY THE CORRESPONDING DIODE. 
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CIRCUIT BOARD _EC580. 
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MAME ANC DESCRIPTION 


CAPACITOR, .002 MFO 


'e_| pope 2 GATING _O100E- 


SAME AS CRI 


